
4x4 TREATED WOOD POST

2x10 TREATED PLANK 
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CONCRETE FOOTING

SEDIMENT POND CLEAN-OUT POST

N.T.S.
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1
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( REQUIRED FOR EACH POND )

16d HOT-DIPPED GALVANIZED
NAILS (4 EA.)

PAINT RED

SEDIMENT CLEAN-OUT ELEV. 489.7 (NEW POND)
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NOTE: CLEANOUT POST TO BE LOCATED
WITHIN 10' OF RISER STRUCTURE

N.T.S.
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TEMPORARY RISER INLET PROTECTION

SECTION A-A
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CLASS A
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POND DAM

6' RAD.

B B

A

A

RISER STRUCTURE

TOE OF
POND DAM

24
"

SECTION B-B PLAN VIEW

6" Ø OPENING
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PLAN VIEW
ELEVATION VIEW

RISER DETAIL FOR NEW DETENTION POND
N.T.S
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TOP OF CONCRETE RISER
ELEV.: 493.00

NO. 4 BARS @ 12" O.C.
ALL SIDES

SCDOT #57 STONE
INCIDENTAL TO COST OF
DRAINAGE STRUCTURE

24" Ø RCP
OUTLET PIPE

PIPE INV.
ELEV.: 488.68

2" CL.TYP.

8"  TYP.

6"Ø OPENING
INV.: 488.68

POND BOTTOM & FLOOR ELEV.: 488.68

6"
TYP.

4
'-0

"

4

TRASH RACK
CONSTRUCT WITH #4
BARS @ 6"X 6"
MAXIMUM SPACING.
CONTRACTOR SHALL
ANCHOR TO TOP OF
OUTLET STRUCTURE.

TRASH RACK DETAIL
N.T.S

6

SIDE ELEVATION

4'-0"

5'-4"

TOP RACK ELEV. 494.50
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PLAN VIEW

24" RCP OUTLET PIPE

TOP OF CONCRETE RISER
ELEV.: 493.00

FLOW OUT
24" RCP

PROFILE THROUGH RISER
N.T.S

3:1

BOTTOM ELEV.= 488.68

INV. ELEV.= 488.68

0.50% BOTTOM SLOPE

CLEANOUT STAKE ELEV. = 489.7
(DO NOT USE TOP OF STAKE AS
CLEAN OUT ELEVATION)

TEMPORARY SEDIMENT BASIN

N.T.S

APPROX. EXIST. GROUND

MAX. POND  ELEV.= 495.00

BOTTOM ELEV.= 488.68
INV. OUT.= 488.68

47 L.F. ~ 24" Ø RCP (PERMANENT) OUTLET @ 0.61%

0.5% MIN SLOPE

PERMANENT DETENTION POND

10 YR W.S.
ELEV.: 492.75

2 YR W.S.
ELEV.: 490.74

NOTE: AT THE END OF CONSTRUCTION, THE TEMPORARY SEDIMENT BASIN WILL
BE CONVERTED TO A PERMANENT DETENTION BASIN AS DETAILED ABOVE.

PERMANENT
TRASH RACK.
SEE DETAIL,
THIS DWG.

4' X 4'  INNER DIMENSION
RECTANGULAR CONCRETE
PERMANENT RISER
STRUCTURE
TOP ELEV. : 493.00

6" LOW FLOW ORIFICE
INV. : 488.68

25 YR W.S.
ELEV.: 493.31

50 YR W.S.
ELEV.: 493.62

PROFILE THROUGH RISER

PERMANENT TRASH
RACK. SEE DETAIL,
THIS DWG.

4' X 4'  INNER DIMENSION
RECTANGULAR CONCRETE
PERMANENT RISER
STRUCTURE
TOP ELEV. : 493.00

25 YR W.S.
ELEV.: 493.31

10 YR W.S.
ELEV.: 492.75

2 YR W.S.
ELEV. 490.74

47 L.F. ~ 24" Ø RCP (PERMANENT) OUTLET @ 0.61%

3:1

AFTER SITE IS COMPLETE
AND STABILIZED,
CONTRACTOR SHALL
REGRADE BOTTOM OF
POND AS SHOWN ON
GRADING PLANS TO DRAIN
TOWARD OUTLET RISER
STRUCTURE, GRASS AND
MULCH.

8' TOP WIDTH (TYP)

APPROX. EXIST. GROUND

MAX. POND  ELEV.= 495.00
8' TOP WIDTH (TYP)

3:1

3:1

3:1

TEMPORARY RISER INLET PROTECTION -
SEE DETAIL THIS DWG. REMOVE AFTER
SITE IS STABILIZED

RIP RAP PIPE OUTLET
15 S.Y. OF CLASS 'A'
RIP RAP

3:1

100 YR W.S.
ELEV.: 494.16

6" LOW FLOW ORIFICE
INV. 488.68

SPILLWAY ELEV. : 494.00

TOP OF DAM : 495.00

TOP SPILLWAY : 494.00

4:1 4:
1

N.T.S

NEW DAM SPILLWAY PROFILE

10'

12" THICK SCDOT
CLASS 'A' RIP RAPFILTER FABRIC

BOTTOM.
ELEV.

TOP ELEV.

10' MAX.

SPILLWAY ELEV. : 494.00

24" INV. OUT : 488.39

RIP RAP PIPE OUTLET
15 S.Y. OF CLASS 'A'
RIP RAP

24" INV. OUT : 488.39

490.68 (NEW POND)
469.0± (EXIST. POND)

488.68 (NEW POND)
467.0± (EXIST. POND)
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